[image: ][image: ]This guide provides information on the daily use of the DP-330/330L printer.  
For additional information, please refer to the DP-330/330L User Guide. 
DP-330/330L
Quick Start Guide
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Printer features                                                                         MediaTear paper towards back of printer
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Paper door release button


NOTE: 
When using 2” paper, install spacer.

Power Port


Control Panel

USB Data Port
Press Paper door release button to open the paper compartment door.  Pull small leader of paper out and close paper door. “ Clicks” when properly closed.
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[bookmark: _Toc426021900][bookmark: _Toc485308196][image: ]Performing a Printer Self-Test	                     Battery
[image: C:\Users\jlazor\AppData\Local\Microsoft\Windows\Temporary Internet Files\Content.Outlook\W7NJTWZH\FP-RT32 Assembly 8 bottom.jpg]     Loosen hand strap (not pictured) to access battery door.

Rotate knob 180o   to unlock battery door.

Drop in battery.
Close battery door and rotate knob 180o  to lock.

[image: FPro Front Panel]  
With power on, press the paper feed button for three seconds.  
Press button to see battery charge level.
4LED 100% charge
3LED 75%
2LED 50%
1LED 25%










Disposal
Please dispose the batteries separately and free of cost at your sales agency or the designated local collecting points.
Therefore please consider the national recycling standards!
Disassembly and removal of the batteries are described in the User Guide.
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[image: ]Control Panel indicators 
	Status
	[image: ]Power light
	[image: ]Charge light
	[image: ]Caution light
	Buzz

	Buffer has data
	Green light-twinkle
	Change according to power



	
	

	Buffer is empty
	Green light-on
	
	
	

	Standby
	Change according to the Buffer status
	
	Off
	/

	Setting mode
(Config tools mode)
	Orange light-on
	
	Off
	/

	Open cover/paper out
	
Change according to the Buffer status
	
	Red light-on
	Buzz/
2 seconds

	Paper on the peeler
	
	
	Orange light-on
	/

	Black mark/label position is error
	
	
	Red light-twinkle
	/

	Print head is overheating
	
	
	Green light-breathing light
	/

	Print head is ultracold temperature
	Red light is on
	
	Green light-breathing light
	/

	EEPROM is error
	Red light is on
	
	Red light-on
	/

	Battery power read error
	Change according to the Buffer status
	Off
	Green light-on
	/

	Power saving mode
	Green light-breathing light
	Off
	Off
	/

	Download mode
	At the same time, the three lights green-red alternating cycle flicker: Green-red-green-red.
	/

	Loading
	At the same time, the three lights flicker with orange color.
	/




[image: ]Install the Config Tool  3.   When the progress bar is full, the right picture will be shown, click “Finish” to complete the installation. 


       2.  Click “next”, enter installation interface.   
1.  Download the latest setup tool                                  
“Config Tool” from official website .
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A Setup - Tally Dascom Printer Config Tool L=JEE

Select Destination Location
Wihere shoud Taly Dascom Prites Config Tolbe staled?
. ‘Setup wil instal Tally Dascom Printer Config Tool nto the folowing folder.

To contine, cick Next. T you wauld e toselect a differet foder, ick Browse.
:\program Fies (x86) aly Dascom Priter Config Too Setup Browse...

Atleast 60.9 MB of free dsk space i requred.
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A Setup - Tally Dascom Printer Config Tool

‘Select Additional Tasks
Wihich addtiona tasks should be performed?

Select the additonaltasks you would e Seup to pesform whie nstaling Taly Dascom
Printer Confi Too, hen cick Next.
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A Setup - Tally Dascom Printer Config Tool

Completing the Tally Dascom
Printer Config Tool Setup Wizard
Setuphas frishd nstalig Taly ascom Prnte Config Tool
an your computer, The sppcaton may b lched By
Seccing e nealed e

ik o ext Setp

7] Launch Taly Dascom Prnter Config Tool
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